O & M INSPECTION REPORT
FOR NAVIGATION AND SHORE PROTECTION PROJECTS

1. Project Name: Kawaihae DDH

2. Date of Inspection: May 6, 2002

3. Inspection Personnel:
Name Agency/Office Telephone No.
a. Dan Meyers COE 438-8875
b. Rick Oleniacz COE 438-1981

4. Discussion:

STATION REACH COMMENTS
0+07 to 0+48 #1 Root
0+49 to 1+56 #2A Truck
1+57 to 6+56 #2B Trunk
6+57 to 11+49 #2C Trunk
11450 to 16459 #2D Truck
16+60 to 21+53 #2F Trunk
21+54 to 206+14 #2F Trunk

26+15 to 26+64 3 Head



The major deficiencies were as follows:
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a. Sta. 0+60, 0S, slight depression on the
no obvious signs of sliding, monitor.
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sideslope,

b. Sta. 2+00, HS, cracked armor stone @ hinge (adj. #3 dolphin).



b. Sta. 2+30,
c. Sta. 3+83,

d. Sta. 4+00,
20LF from toe,

HS, cracked armor stone @ hinge (adj. #3 dolphin).
Crest (CL), cracked armor stone.

0S, 2ea. dislodged armor stones resting
no obvious voids.

e. Sta. 4+94,

HS, Cracked armor stone on sideslope.



f. Sta. 5+06, CL, Split armor stone @ crest.

g. Sta. 670, Split armor stone @ crest.
h. Sta. 7+00, CL, cracked armor stone.

i. Sta. 7+30, HS, 1 ea. flipped armor stone at the toe.



j. Sta. 7+43, HS/CL, void at hinge.

k. Sta. 9+60, 1 ea. cracked armor stone @ HS hinge.

1. Sta. 10+00, Fractured armor stone at crest.

m. Sta. 10+30, split armor stone and depression of the crest
approx. 20LF

n. Sta. 11419, CL, wire rope thru armor stone.
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Sta. 11+49, 0S, 1 ea. split armor stone, no void.
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Sta. 11+65, 0OS hinge, settling approx. 20LF.



g. Sta. 11485, HS, 1 ea. dislodged armor stone at the toe.

r. Sta. 14420, 0S, Double split armor stone.

s. Sta. 16+65, 0S, settling of hinge approx. 20LF.
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t. Sta. 17+50, 0OS, sideslope and crest settling approx. 20LF.
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u. Sta. 18475, CL, 1 ea. cracked armor stone.
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Sta. 20+00, HS, 1 ea. fractured armor stone.

Sta. 20+01, OS Hinge, 1 ea. split armor stone.



x. Sta. 21+55, 0S, 1 ea. dislodged armor stone and void.

Sto. 24400, Doy

y. Sta. 24400, Overview reference photo.



z. Sta. 26+00, 0S, 4 ea. dislodged armor stones and large void.

aa. Sta. 26+45, 0S, Dislodged armor stones at the waterline.



bb. Sta. 26+64, 0OS of Head.

cc. Sta. 26+64, Head, Missing armor stones at the waterline.



5. Findings / Conclusions: Reach 2F, has the majority of the damage
as shown in the above photographs. This area should be monitored for
changes. The overall condition of the breakwater is FAIR, however the
functionality is GOOD.

Signed:
Dan Meyers, CEPOH-EC-T

Signed:
Jim Pennaz P.E., Ch, CEPOH-EC-T
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